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SURFSIDE, FL 33154
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GENERAL LANDSCAPE NOTES
The plan takes precedence over the plant list. M m IS AL RETAINING
) FENCE BYOTHERS // / m
2 Full business days before digging, call toll free 1-800-432-4770 Sunshine State One Call Remove Container Completely 5. 00 ise y [ S m

of Florida, Inc. Notification Center. Contractors are responsible for coordinating with the owners Frorr;”P'i/cllr}thBoBllt Plants. 1" | ‘ il H | il H | ‘ T ‘ H T 0 L 100 11T [T 70 | il H TN UU/
and appropriate public agencies to assist in locating and verifying all underground utilities % Mulch Between Flants, 15 —
prior to excavation. All existing utilities shown on the plans are to be considered approximate T ﬁ.{ Thick Max. Against Stems. 7 + ) J (? < PN RN J §
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other requirements for specific shape or effect as noted on the plan(s) will also be required

=] 7
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for final acceptance. SHRUB PLANTING DETA"_

PROPOSED
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and should be verified by the contractor prior to the start of work operations.. 1 l_[m |] ]_m] g TQ.E %j\)fr w% W W - [ ; N R E 0
Hole Shall Be Twice Ea |~ g | — gl ACCESSORY = O
General site and berm grading to +/— 1 inch (17) shall be provided by the general iy The Size Of The G2/ 1 _ Ef e . 2 e | —| . e e e e ] | 2 Xg«%w ko 3N
contractor. Al finished site grading and final decorative berm shaping shall be provided by \ Container. ‘ ﬂ Fg#ll_:EERBY INDOOR POOL J i g @D
| — N ALLOWED MAIN - M
the landscape contractor ] L L L Undisturbed Earth " e o B LR : Z palabetiy 20
Al sizes shown for plant material on the plans are to be considered Minimum. All plant 7 A A ) w | 7 J \%ﬁ“b% % |
material must meet or exceed these minimum requirements for both height and spread. Any See Specs. for Plant Spacing 1\ sty | E L = 4 E L;i-)
Ee)]

2/ 3
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BUILDING SIDE
Z SETBACK: 24'-6"

NTS
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All plant material furnished by the landscape contractor shall be Florida #1 or better as
established by Grades and Standards for Florida Nursery Trees and Plants.

ASSOCIATE, CERTIFIED ARBORIST

THOMAS WHITE, ASLA-ISA
LANDSCAPE ARCHITECT, LEED GREEN

All trees designated as single trunk shall have a single, relatively straight, dominant leader,
proper structural branching and even branch distribution. Trees with bark inclusion, tipped
branches, and co—dominant trunks will not be accepted. Trees with girdling, circling and/or C: 18 for all 1 qal. Alr X
’ Fence, wall or structure
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plunging roots will be rejected. 30" for all 3 gal. or
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All planting beds shall be free of all rocks %" or larger, sticks, and objectionable material g ! eeee B: 18" between all 1 gal. and 1

included @ gal, 24" between all 1 gal. and REVISIONS
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mcIung wgeds, weed seeds. AI‘I Imerock shall bg removed/cleor)ed ‘down to the native soils. ﬁv 3 qal., 36" between all 3 gal EE&; e e 27 N
Planting soil 50/50 sand/topsoil mix shall be delivered to the site in a clean loose and and 3 gal. or greater g i 11 | ‘<<WD‘>
friable condition and is required around the root ball of all trees and palms, the top 6" of ' ' / e N 2
all shrubs and ground cover beds. This soil can be tilled into the existing soil after the A 14" for all 1 aal Alr 'e s NS T it e S - = T INSTALL RETAINING
existing soil has been cleaned of all rocks, limestone and sticks. Recycled compost is ora 99k / Curb or edge of 5 I Y17 O r--2 1 ; $p— WAL & FENCE
encouraged as a soil amendment alternative. Sod 1.5-2" topsoil comes furnished. 24" for all 3 gal. or pavement | ¥ Tl d N ¢ Q“D
greater. A[ﬁ 9 T»«Ag 4 / N N
Al burlap, string, cords, wire baskets, plastic or metal containers shall be removed from the FRONT wl ;, 7 OPOSED - \ 3 %g\\s 25 Q
rootballs before planting. Remove all bamboo and metal nursery stakes. Remove all tagging I YPICAL SHRUB SPACING DETAIL ] BACK: 200 \?,7 :§ Q
tape. | [ | ——=
NTS 7RGy 1 | ] ©
All trees/palms shall be planted so the top of the root ball, root flair are slightly above final / ' L — — J A/,;\:: 5
grade. Shrub material shall be planted such that the top of the plant ball is flush with the ] 1£ // // ‘ @’u = :§
surrounding grade. It is the sole responsibility of the landscape contractor to insure that all E BY / / //‘«‘“D‘)*
new plantings receive adequate water during the installation and during all plant warranty FRS >E AT /// = © = N 3
periods. Deep watering of all new trees and palms and any supplemental watering that may | N // i ] X e
be required to augment natural rainfall and site irrigation is mandatory to insure proper plant 7 / = i
development and shall be provided as a part of this contract. 3 L / Z Q“D>
Al trees/palms shall be staked using biodegradable material. No wire, black strapping, or ‘ < g / I 5 §§ :E
other synthetic material shall be used. Nailing into trees and palms for any reason is Em—— = iy
prohibited and the material will be rejected. Please refer to the planting details TOWN OF SURFSIDE LANDSCAPE CALCULATIONS N = ?7 B
Section 90-95 (3). 7 i@“wk
All landscape and lawn areas shall be irrigated by a fully automatic sprinkler system with a a. Site: Required Provided A / N, e
minimum 100% coverage with all heads adjusted to 50% overlap. Each system shall be S Trees 5 5 : Z /// = 5 q)
installed with an operational rain sensor and rust inhibitor. 25 Shrubs 25 36 ) / 7 N
b. (Front Yard): || 7 /// Y<’<MD I ( >
No fertilizers are required. 2 Trees 2 2 T / 7 N §§ 55 C
c. Tree Percentages: 4 = i
All landscape areas shall be covered with Pine Straw, Pine Bark, Eucalyptus or sterilized seed Shade Trees 12-14' Ht. x 5' Spr., 2.5" DBH 40.0% 2 > — i — I A N L e . A ‘ NREER —//% —NR q)
free Melaleuca mulch to a minimum depth of three inches (3") of cover when settled. Spread Small Trees 10'Ht.x 4.5' Spr., 1 5" DBH 40.0% 5 = | )/ \// m | i«“ > _O
mulch to 1” thickness 3" away from the trunks/stems of all plant material. Al trees in Palms 6'GW Min. 20.0% 1 1 g 10 | X 4
sodded areas shall have a clean cut 4’ diameter mulch ring. The 5-6" height water ring shall d. Street Trees: 20'OC. { // )/H[i/ ‘% C L} f %\’{ —’_? ks " —
be made from mulch, not soil. Certain areas may receive a thicker mulch cover where noted Trees: 14-16'Ht. x 2.5"DBH, 7' CT JST K10’-(§"H N ] i | | H | M\ H ‘ T J ‘ il iR 07 ‘ 7] W‘ ] H | ‘Q (D
on plans. Cypress, red, gold and green mulch is prohibited. Palms: 8 GW \ ‘ . < L — - ‘ /m\‘\ q)
76  Feet: (100" Minus 24' Driveway Access) 4 4 PERTY LI Y REQUIRE !
All open areas not covered by trees, palms, shrubs, vines or ground covers shall receive M SERACR. 100" INSTALL W | EQURED | m
StenotophrL_Jm secundotym,_St: A_ugustine Palmetto .sod, whether labeled on the plans or not, Total Code Required Trees 9 9 SoRoNG SO RETAINING WALL SETBACK: 10-0" ‘ % ©
unless a different species is indicated on the planting plan. All noted s.f. shall be SETBACK: 10-0 B R = -
approximate; it is the contractor’s responsibility to do his or her take off and sod all open SETBACK 00" o > GC) 3
areas. It shall be the responsibility of the contractor to include in the bid, the repair of any E o S o
existing sod which may be damaged during construction. g wm— 2
(O] O ©
Please refer to the planting details for a graphic representation of the above notes. o E £ 5
o T v
Al ideas, designs and plans indicated or represented by this drawing are owned by and are % CU E 3
the exclusive property of the Thomas White, ASLA-ISA. AKA Land Art Planning & Design, LLC. 8 I I I &
N 3
Al plant material as included herein shall be warranted by the landscape contractor for a -8 g @
minimum period as follows: Al trees and palms for 12 months, all shrubs, vines, (4] qJ o)
groundcovers and miscellaneous planting materials for 90 days, and all lawn areas for 60 3" Mulch L e
days after final acceptance by the owner or owner’s representative. , uienh Layer ) c)
2" Top Soil , PLANT LIST - 8927 Harding Ave
Finish Grade 2—1/2" Below C
Top of Pavemen - —
Sidewalk or Curb Code Drought Qty. Botanical Name / Common Name Specifications FL Friendly Note (D
/ Species
Top of root ball 1" above ‘/V T ' o PROPOSED TREES / PALMS
landscape soil. VLo e BS (N) V 2 Bursera simarubra / Gumbo Limbo 14-16'Ht. x 2.5"DBH, 7' CT Yes Front Yard ;
3" Mulch Layer, 1" Thick — RE (N) Y, 4 Roystonea elata / Cuban-Florida Royal Palm 8'GW Min., Sng. Trunks Yes Street Tree
Against Trunk And Root Flare. NI I = e = = = = TH \Y 2 Tabebuia heterophylla / Pink Trumpet Tree 14-16'Ht. x 2.5"DBH, 7' CT Yes Side Yard q)
5-6" Mulch Water Ring. S VM V 3 Veitchia montgomeryana / Montgomery Palm 6' GW Min., Sng. Trunks Yes Side Yard
Sod Where Applicable. 9 Total Trees / Palms (VM Counted 3:1) Z
Backfill with Tilled in 50/50 6 Native Trees / Palms
Topsoil /Sand. 67% Native Trees / Palms Biodegradable Tape. n
Undisturbed Earth. SHRUB INSTALLATION DETAIL MITIGATION TREES (Inches) 2x2" Wood Stakes. S o
NTS BAM V 14 Bambusa multiplex / Alphonse Karr 14-16'Ht., 8 canes min @ 1" ea. Yes 8 112 Remove Burlap, String, Nails, g ™
CE (N) % 4 Conocarpus erectus / Green Buttonwood 12-14'Ht. x 5' Spr., 2.5" DBH Yes 5 20 Etc. From Plant Ball Between < ((Y\l-,
CS (N) \Y 1 Cordia sebestena / Orange Geiger 10' Ht. x 4.5' Spr., 2" DBH Yes 2 2 PantS- ) : (=)
TREE/PALM PLANTING DETAIL ™ V 1 Tabebuia heterophylla / Pink Trumpet Tree 14-16'Ht.x2.5"DBH, 7' CT Yes 2 2 ’ 3" Mulch Layer, 1" Thick o) R
NTS Total DBH Added 136 i Agdi[’wst Trunk And Root Flare. o) ﬁ
Total DBH Removed 280 ) § 5—6" Mulch WG’Fer Ring. g A~
DBH Deficiency 144 ! Sod Where Applicable. o =
FLORIDA FRIENDLY TREES / PALMS ’ Hole Shall Be Twice The Size 5N
my—-\s w Of The Container / Root Ball. > o
Sod 31 Total Trees / Palms S E., . Undisturbed Earth = ~N o
25,) T Soil Florida Friendly Trees / Palms g?‘i; I’ ndisturbed tarth. _'(g 3 S
op Soi a RN e l O .c 1
| —8onding wire Around Finish Grade 1" Below % (P Trees/ Falms ‘*:&mﬁt‘%‘ 5385
| 5 Layers Burlap (Min.) Top of Pavement 1 { i I
’\:::25 P ; SHRUBS / GROUND COVER :
!s’;&’:%[L L —2x4” Wood Battens avemen CRS (N) Vv 102 Clusia rosea / Small Leaf Clusia 3 Gal., 24'x24", 24" OC Yes
sasy B Pnc’)(oN'IQrtunNkO” Wood Battens _ ] _ FMG % 12 Ficus microcarpa / Green Island Ficus 3Gal., 16"Spr., 24"0C Yes SMALL TREE PLANTING DETAIL
P _ _ L/ - Vq: . T, PMP v 25 Podocarpus maki / Podocarpus 3 Gal.,24'x18" 24" OC Yes
2x4” Wood Braces Nailed L B e B e ' Voo e TDF (N) % 27 Tripsacum dactyloides / Fakahatchee Grass 3 Gal., 36"OAHt., 4'OC Yes NTS
Into the Wood Battens :m;m;iiiijzm;i7:m:m:m:m:m:m:m:m 166 Total Shrubs
T T T T T T T T T T T T 129 Native Shrubs
S Mulch Layer == 11 EWEWEW:TEWEW: 78% Native Shrubs

==
FLORIDA FRIENDLY SHRUBS / GC

& Thomas White

DRAWN:
SOD INSTALLATION DETAIL e R e o
166 Florida Friendly Shrubs - CHECKED:
TREE/PALM BRACING DETAIL NS 100%__FF Shbs / 6C Sunshine{}i] on
N Z DATE:
SOD 12-7-2023
NTS Sod M S.F. Stenotaphrum secundatum/ St. Augustine Palmetto’ Solid application - no gaps between seams Ca” 811 or WWW.sunshin§8ll.com tWO‘ fu|| SCALE: 1"=10'
MISCELLANEOUS _ _ _ business days before digging to have utilities
SOIL 6 CY. 50-60% Sand /40-50% Topsoil Per Planting Details located and marked. Sheet No.
(N) Florida Native Plant Species Check positive response codes before you dig! L - 2
V Very Drought Tolerant
M Medium Drought Tolerant Sheet 2 Of 2
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GENERAL LANDSCAPE NOTES The plan takes precedence over the plant list. 2 Full business days before digging, call toll free 1-800-432-4770 Sunshine State One Call of Florida, Inc. Notification Center. Contractors are responsible for coordinating with the owners and appropriate public agencies to assist in locating and verifying all underground utilities prior to excavation. All existing utilities shown on the plans are to be considered approximate  All existing utilities shown on the plans are to be considered approximate and should be verified by the contractor prior to the start of work operations.. General site and berm grading to +/- 1 inch (1") shall be provided by the general contractor.  All finished site grading and final decorative berm shaping shall be provided by the landscape contractor. All sizes shown for plant material on the plans are to be considered Minimum. All plant material must meet or exceed these minimum requirements for both height and spread.  Any other requirements for specific shape or effect as noted on the plan(s) will also be required for final acceptance. All plant material furnished by the landscape contractor shall be Florida #1 or better as established by Grades and Standards for Florida Nursery Trees and Plants.  All trees designated as single trunk shall have a single, relatively straight, dominant leader, proper structural branching and even branch distribution. Trees with bark inclusion, tipped branches, and co-dominant trunks will not be accepted. Trees with girdling, circling and/or plunging roots will be rejected. All planting beds shall be free of all rocks  " or larger, sticks, and objectionable material 12" or larger, sticks, and objectionable material including weeds, weed seeds. All limerock shall be removed/cleaned down to the native soils. Planting soil 50/50 sand/topsoil mix shall be delivered to the site in a clean loose and friable condition and is required around the root ball of all trees and palms, the top 6" of all shrubs and ground cover beds. This soil can be tilled into the existing soil after the existing soil has been cleaned of all rocks, limestone and sticks.  Recycled compost is encouraged as a soil amendment alternative. Sod 1.5-2" topsoil comes furnished. Sod 1.5-2" topsoil comes furnished. All burlap, string, cords, wire baskets, plastic or metal containers shall be removed from the rootballs before planting. Remove all bamboo and metal nursery stakes. Remove all tagging tape. All trees/palms shall be planted so the top of the root ball, root flair are slightly above final grade. Shrub material shall be planted such that the top of the plant ball is flush with the surrounding grade. It is the sole responsibility of the landscape contractor to insure that all It is the sole responsibility of the landscape contractor to insure that all new plantings receive adequate water during the installation and during all plant warranty periods.  Deep watering of all new trees and palms and any supplemental watering that may be required to augment natural rainfall and site irrigation is mandatory to insure proper plant development and shall be provided as a part of this contract.  All trees/palms shall be staked using biodegradable material. No wire, black strapping, or other synthetic material shall be used. Nailing into trees and palms for any reason is prohibited and the material will be rejected. Please refer to the planting details All landscape and lawn areas shall be irrigated by a fully automatic sprinkler system with a minimum 100% coverage with all heads adjusted to 50% overlap.  Each system shall be installed with an operational rain sensor and rust inhibitor. No fertilizers are required. All landscape areas shall be covered with Pine Straw, Pine Bark, Eucalyptus or sterilized seed Pine Straw, Pine Bark, Eucalyptus or sterilized seed free Melaleuca mulch to a minimum depth of three inches (3") of cover when settled. Spread  mulch to a minimum depth of three inches (3") of cover when settled. Spread mulch to 1" thickness 3" away from the trunks/stems of all plant material. All trees in sodded areas shall have a clean cut 4' diameter mulch ring. The 5-6" height water ring shall be made from mulch, not soil. Certain areas may receive a thicker mulch cover where noted on plans. Cypress, red, gold and green mulch is prohibited. All open areas not covered by trees, palms, shrubs, vines or ground covers shall receive Stenotaphrum secundatum, St. Augustine 'Palmetto' sod, whether labeled on the plans or not, unless a different species is indicated on the planting plan. All noted s.f. shall be approximate; it is the contractor's responsibility to do his or her take off and sod all open areas. It shall be the responsibility of the contractor to include in the bid, the repair of any existing sod which may be damaged during construction. Please refer to the planting details for a graphic representation of the above notes. All ideas, designs and plans indicated or represented by this drawing are owned by and are the exclusive property of the Thomas White, ASLA-ISA. AKA Land Art Planning & Design, LLC. All plant material as included herein shall be warranted by the landscape contractor for a minimum period as follows: All trees and palms for 12 months, all shrubs, vines, groundcovers and miscellaneous planting materials for 90 days, and all lawn areas for 60 days after final  acceptance by the owner or owner's representative.
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Planning and Zoning Board Meeting
January 18, 2024

DISCUSSION ITEM MEMORANDUM

Agenda #: 7.B

Date: January 18, 2024

From: Judith Frankel, Town Planner

Subject: Comprehensive Plan and EAR Update

Background/Analysis: —

The November 16, 2023 Special Planning and Zoning Board Meeting was the initial discussion
of the Town’s 2018 Comprehensive Plan and the process required to update the Plan. At the
January 18, 2024 Planning and Zoning Board Meeting information will be provided on the
following updates to the Comprehensive Plan:

Future Land Use

Housing

Recreation and Open Space
Property Rights
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